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NOTI:S: 	 LAYERS AS lAID OUT ABOVE. COMPACTION IS TO MARKING TAPE' 
BE DONE ,UNTIL THERE IS NO VISIBLE EVIDENCE 1. TO BE INSTAlLED~ 

1. 	 SCHEDULE 4() TO CSA C22.2 No. 211.2 OF NO FURTHER CONSOUDATION (98l1: PROCTOR 
2. 	 AU UNUSED RUNS OF PVC TO HAVE 6mm POLY t.SfI:!&I;DENSITY).

ROPE PULLED THROUGH AND SECURED AT EACH 1. REPLACE 100mm 
END TO PREVENT PULL BACK. TWO UFTS:BQ.PL

J. 	 AU PVC JOINTS ,"UST BE CLEANED, SANDED. 1. 6mm POLYPROPOLENE. 20mm CROWIN. 
WIPED DRY. etc. AND CEMENTI:D. 2. 	 EACH PULL OF ROPE IS TO BE A CONTlNUOUS 

LENGTH. DO NO JOIN LENGTHS UNLESS IT IS IN HIGHWAY liGHTING' 
COMPACTION ' A JUNCTION BOX . 	 1. 

1. 	 BACKFlLL AS PER DRAWING IN ACCORDANCE WITH J. 	 SECURE ENDS fROM PULL BACK. 2. 
ELECTRICAL CODE SECTION 12-012 AND TABLE 

5J. COMPACTION IS TO BE DONE IN SUCCESSIVE 
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